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Coaxial Termination, TB-640ME
40 W, DC - 6 GHz
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t	 Ultra-wide band resistive load for TDD & 	
	 non-PIM rated applications
t	 Slim design for installation on outputs 		
	 where connector spacing is limited
t	 40W Average Power
t	 IP67 & Outdoor Rated
t	 Low VSWR
t	 4.3-10 Connector
t	 RoHS compliant

Microlab TB-640ME terminations are 40W rated 

coaxial loads, which operate from DC to up to 5925 

MHz. Cooling fins help to minimize temperature rise 

of the resistive film terminating element, contained 

within a carefully matched coaxial housing.  The TB-

640ME has been designed to withstand harsh outdoor 

environments.
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Mechanical Outline

Frequency:		  DC-6 GHz
Power Rating:		  40W avg., 3kW pk.
Return Loss:		  22 dB typ., 20 dB min.
Impedance:		  50W nom.
Environment:		  -40 to +55°C, IP67
Corrosion	 Resistance:	 ASTMB B117 Compliant
			   720hrs Salt Fog Tested
Housing:			   Black Anodized Aluminum
Connectors:		  4.3-10 (f) Trimetal Albaloy
Dimensions:		  5.47 x 1.54 x 1.46 inches
			   [139 x 39 x 37 mm]
Weight:			   0.69 lbs, 0.31 kg

Dimensions in inches [mm]


